
1432 WEST 48TH STREET
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PROPOSED SITE PLAN
SCALE: 1” = 30’-0”   N^



FRONT UNIT - ELEVATIONS
SCALE: 1/8” = 1’-0” 

@ NEW ADDITION

WOOD OR BLACK FIBERGLASS 
REPLACEMENT WINDOWS,

WOOD OR BLACK FIBERGLASS 
REPLACEMENT WINDOWS 

ASPHALT SHINGLE ROOF 



FRONT UNIT - ELEVATIONS
SCALE: 1/8” = 1’-0” 

WHITE VINYL WINDOWS, 
TYPICAL @ NEW ADDITION
WHITE VINYL WINDOWS, 
TYPICAL @ NEW ADDITION

WHITE VINYL WINDOWS, 
TYPICAL @ NEW ADDITION

ASPHALT SHINGLE ROOF



FRONT UNIT - FLOOR PLANS
SCALE: 1/4” = 1’-0”   N^



FRONT UNIT - FLOOR PLANS
SCALE: 1/8” = 1’-0”   N^



FRONT UNIT - FLOOR PLANS
SCALE: 1/4” = 1’-0”   N^

Basement



MATERIAL PALETTE

Asphalt Shingle Roof



PROPOSED CHANGES

1.  Existing siding to be replaced with 
 5” exposure lapped cement board siding with 
 metal corner trim.

2. Existing windows to be replaced with wood or 
 black fiberglass double hung windows; 
 trim to be replaced (matching historic dimensions) 
  and painted.

3. Fascia & soffit to be reclad and painted; gutters to be
 replaced with half-round profile.

4. Screen door to be removed; existing door trim 
 to be repainted.

5. Existing awning to be removed.

6. Existing vegetation to be removed; new landscaping 
  to be planted.

7. New asphalt shingle roof to be installed.



PROPOSED CHANGES

1.  Existing siding to be replaced with 
 5” exposure lapped cement board siding with 
 metal corner trim.

2. Existing windows to be replaced with wood or 
 black fiberglass double hung windows; 
 trim to be replaced (matching historic dimensions) 
  and painted.

3. Fascia & soffit to be reclad and painted; gutters to be 
 replaced with half-round profile.

4. Screen door to be removed; existing door trim 
 to be repainted.

5. Existing awning to be removed.

6. Existing vegetation to be removed; new landscaping 
  to be planted.

7. New asphalt shingle roof to be installed over
 existing house and addition. 

8. 1st and 2nd floor addition to be clad in black 
 corrugated metal.



PROPOSED CHANGES

1.  Existing siding to be replaced with 
 5” exposure lapped cement board siding with
 metal corner trim.

2. Existing windows to be replaced with wood or black
 fiberglass double hung windows; trim to be replaced
 (matching original dimensions) and painted.

3.3. Fascia & soffit to be reclad and painted; gutters to be
 replaced with half-round profile.

4. Screen door to be removed; existing door trim 
 to be repainted.


